
FEATURES:
• jURop lc420 vAcUUm pUmp
• pUmp moUNTING STANd mAdE 
 oF 3/8” HEAvY dUTY STEEl
• AlUmINUm AUTo AlIGN bRAckET
• 3 SHAFT GEARbox, 400 SERIES WITH 
 1 1/4” SHAFT
•  1 3/8” x 1 1/4” SIzE 9 pUmp coUplING
• 10 GAlloN HoRIzoNTAl SEcoNdARY  
 WITH 3” opENING
• FINAl FIlTER 3” WITH “REUSAblE” 
 55 mESH FIlTER
• vAcUUm pRESSURE TREE WITH 2” bRASS 
 pRESSURE RElIEF vAlvE, 1 1/2” bRASS 
 vAcUUm RElIEF vAlvE & 2 1/2” lIQUId 
• poWdER coATING & ASSEmblY

jurop lc420 vacuum pump combined with a state of the art Gearbox Auto Alignment 
and Shutoff-Filter System complete with powder coating and assembly.  

LC420 Juro-Pak

LC420 JURO-PAK 
PART # 1004-0420

LC420 RAZOR-PAK 
PART # 1004-0420-RAZ

HYDRAULIC LC420 
JURO-PAK 

PART # 1004-0420-HYD

LC 4 2 0  C O N T E N D E R  vA C U U M  P U M P 

RPM Range
Max Vacuum
Max Cont. Vac.
CFM @ Free Air
CFM @ 18”
Max Pressure
Horsepower

Noise @ 18”
Oil Tank Cap.
Net Weight
Rec. Oil
1 3/8” Smooth Shaft
Two 3” or 4" Swivel Elbows
Water Cooled (9 GPM Req’d)

900-1100
27” / 90%
25” / 83%

425
324

30 pSI
23

75-78 db
4.23 qt
462 lbs

ISo 150

LC420 SPECIFICATIONS FEATURES:
• 425 CFM @ FREE AiR

• 25" ConTinUoUS DUTy

• LiqUiD CooLED

• AUToMATiC 

  LUbRiCATion

• inDEpEnDEnT SiDE 

  MoUnTED oiL TAnk

• HEAT RESiSTAnT 

  kEvLAR vAnES

PART # DESCRIPTION

lc420 Jurop LC420 Vacuum Pump

For filter assembly, add either:
CEI Filter    1007-1004

Jurop Filter    185212L4B0

25Due to unforseeable market fluctuations, prices are subject to change without notice.
Phone 1-800-342-0887    |    Fax 1-888-645-9700

L
C

420 vA
C

U
U

M
 p

U
M

p


